Table 5-3

Required Reporting Limits

Listed below are the required reporting limits (RRLs) for the methods specified in the MRBCA guidance document. All listed RRL’s
should be viewed as conservative numbers and do not represent the absolute lowest quantitation levels achievable. Most laboratories
should be able to obtain RRL’s at or below the listed values.
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PAH’S

Compound Method Water POL Soil POL
Acenaphthene 8270C 10 pg/L 660 ng/Kg
Anthracene 8270C 10 ug/L 660 png/Kg
Benzo(a)anthracene 8270C 10 ug/L 660 pg/Kg
Benzo(a)pyrene 8270C 10 ug/L 660 pg/Kg
Benzo(b)fluoranthene 8270C 10 ug/L 660 png/Kg
Benzo(k)fluoranthene 8270C 10 ug/L 660 pg/Kg
Chrysene 8270C 10 pg/L 660 ng/Kg
Dibenzo(a,h)anthracene 8270C 10 pg/L 660 ng/Kg
Fluoranthene 8270C 10 pg/L 660 ng/Kg
Fluorene 8270C 10 pg/L 660 ng/Kg
Naphthalene 8270C 10 ug/L 660 pg/Kg
Pyrene 8270C 10 ug/L 660 pg/Kg
METALS

Metals Method Water PQL Soil PQL
Arsenic 6010B 50 pg/L 2500 pg/Kg
Barium 6010B 5 ug/L 500 pg/Kg
Cadmium 6010B 5 ug/L 500 pg/Kg
Chromium 6010B 5 nug/L 500 pg/Kg
Lead 6020 5ug/L 500 pg/Kg
Selenium 6010B 50 pg/L 2500 pg/Kg

(1) These compounds are to be analyzed by direct injection and not purge and trap.

(2) Soil samples will not be analyzed for Ethanol or Methanol.
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